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ROALD HAESTAD, INC.
CONSULTING ENGINEERS

37 Brookside Road » Waterbury, Conn, 06708 « Tel, 203 753-9800

July 18, 1980

The Department of the Army
New England Division

Corps of Engineers

424 Trapelo Road

Waltham, Massachusetts 02154

Attention: E. P. Gould
Project Management Division

Re: Birge Pond Dam
Bristol, Connecticut

Gentlemen:

. Following field surveys and a dam failure analysis of Birge

Pond Dam, we conclude that the dam should be reclassified as hav-
ing a low hazard potential.
We are enclosing a brief letter report substantiating our
findings.
Very truly yours,

A1,

; _
Wiz o ", ROALD $IAESTAD, INC.,

P
. AT ,r’a;.zi’.-:.

- - -

By

Roald Haestad

RH:cft
Encl.
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DESCRIPTION

BIRGE POND DAM
CT 060007
CITY OF BRISTOL, COUNTY OF HARTFORD
ON BIRGE POND BROOK
OWNED AND OPERATED BY THE CITY OF BRISTOL

The Birge Pond Dam consists of an earth embankment with a
top width of 15 feet, a maximum height of 16 feet, an upstream
slope of 2.5 horizontal to 1 verticél, and a downstream slope of
2.6 horizontal to 1 vertical. There are numerous trees growing
from the upstream and downstream slopes of the embankment. The
dam is 320 feet long, including a 57.3 foot long concrete overflow
spillway located near the left end of the dam. The spillway was
reportedly formed by constructing a reinforced concrete slab over
the top of an existing earth and timber cribbing dam, The outlet
works located at the left end of the dam consist of an upstream
gatehouse and unknown piping which formerly supplied water to a
downstream manufacturing plant. |

The dam appears to be in fair condition and requires some

work.



EVALUATION OF HYDRAULIC/HYDROLOGIC FEATURES

The Birge Pcnd Dam has a tributary watershed of 1.44 sgquare
miles, a water surface area of 11 acres, a storage capacity of
105 Acre-Feet and a hydraulic height of 16 feet with the water
level at the top of the dam. In accordance with the Corps of Engi-

neers' Recommended Guidelines for Safety Inspection of Dams, the

Birge Pond Dam is classified as "Small" in size based on storage
capacity.

No plans or design data were available. An inspection report
prepared by Clarence Blair Associates on March 20, 1963, is included
in Appendix A.

‘ A dam breach analysis was made using the Cdrps of Engineers'
"Rule of Thumb" guidance for estimating downstream dam failure hydro-
graphs. Failure was assumed with the water level at the top of the
dam. The peak discharge from the dam breach was calculated td be
5,700 cfs.

The flood Waters would travel 800 feet downstream to a railroad
embankment. The embankment would restrict the flood flows and cause
substantial ponding, The discharge through the railroad embankment
would be controlled by a 7-foot diameter stone masonry culvert.

Flood routing calculations at the railroad embankment indicate the
water surface elevation after dam breach would be approximately at
Elevation 385, equal to spillway level., The top of the railroad
embankment is about Elevation 400. The maximum outflow from the

culvert, with the water level at Elevation 385, would be about 700

cis,



o

Downstream culverts have a capacity of 1080 cfs according
to the Bristol City Engineer. The roadway approximately 200 feet
downstream of the dam would be inundated by 15 feet of water and
possibly washed out. It is doubtful the railroad embankment would
be damaged as a result of the dam breach.

No homes are located within the potential limits of a dam
breach flood, therefore, the loss of any lives is unlikely. The
dam is classified as "Low" Hazard Potential in accordance with the

Corps of Engineers' Recommended Guidelines for Safety Inspection

of Dams.



OVERVIEW PHOTO

U.S.ARMY ENGINEER DIV NEW ENGLAND
CORPS OF ENGINEERS NATIONAL PROGRAM OF BIRGE POND DAM - cT 00007
WALTHAM, MASSACHUSETTS - -
ROALD HAESTAD, INC INSPECTION OF BIRGE PCND BROOK
CONSULTING ENG'NEERS- NON-FED- DAMS . '
WATERBURY. CONNECTICUT BRISTOL, CONNECTICUT DATE: 19 APRIL '80
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BIRGE POUOND DAM
BRISTOL, CONNECTICUT
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Appendix A

Engineering Data
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DONALD L. RISBROW

NICHOLAE PIPERAS, JR,

CLARENCE BLAIR ASSOCIATHE INc.

WATER SUPPLY

CIQ):I Eﬂgﬁzeer&' BEWAGE DISPOBAL
P. O. BOX 236 BPRUGCE 7.7379 WASTE DIEPOSAL
BURYEYS
83 WHITNEY AVENUE — NEW HAVEN, CONN. LAND DEVELOPMENT

March 20, 1963

State Water Resources Commission

650 Main Street

Hartford 15, Connecticut,
Re; Birge Pond Dam

Bristol, Connecticut

Attention Mr, Emitt A, Dell,

Gentlemen:

At your request I made an inspection of the subject dam on
March 15, 1963 accompanied by Mr. Vernon C. Geckler, Plant Engineer,

The dam is owned by the New Departure Division of General
Motors Corporation and furnishes process and cooling water to their
North Side Plant. It is located on Birge Pond Brook on the northerly
outskirts of the City of Bristol, The dam consists of an earth embankment
and a concrete spillway section, the total length being about 400 feet,

The tributary drainage as measﬁred ocn the U.8.C.G.8S.
map is 920 acres or 1,4 square miles,

The water surface area of the pond is about 13 acres, The
storage capacity, according to a contour map made in 1937, was
20 million gallons at that time. Plans, dated 1833, were on file
showing the construction of the dam in its present form. The overflow-
section was formed by construction of a reinforced concrete slab over
the top of an existing earth and timber cribbing dam. According to
the plans the overflow section is 12,5 feet high from crest to apron and
is 60 feet long. The spillway abutment walls are of concrete with the
top of the walls 5 feet above the crest of the spillway. The top of
embankment is shown on the plans at an elevation of 4.3' above the spillway

crest.

Inspection of the dam itself shows it to be in good condition.
Concrete in the spillway section and abutment walls show no evidence of
cracks or deterioration. The embankment forming the westerly end of the
dam is for the most part in good shape. At its extreme westerly end the
top of the embankment is narrow and in some spots low, It is recommended
that this section of embankment be brought up to the height and width of
the remainder of the embankment by the placing of thoroughly compacted fill.



State Water Resources Commission March 20, 1963
Hartford Connecticut

Some fairly good sized trees and one very large one are
growing from the embankment, Trees are a hazard to an earth dam
because of the possibility of their being uprooted during a storm and
causing a weak spot in the embankment, It Is recommended that
all trees be removed from the top and downstream slope of the embankment.

A slight amount of water was cbserved emerging from the
back side of the downstream end of the west abutment wall, Because
of the fact that there was snow on the ground at the time of the
inspection it was difficult to tell whether or not some of this water
might be from melting snow, It was my opinion, however, that
this water was leakage through the dam., In any case the amount of
water involved is not great and constitutes no hazard at this time. It
would be well to check this seepage during dry weather. It would
also be well to observe it periodically to note if the flow has a
tendency to increase,

The spillway capacity of the dam appears to be satisfactory
provided that the top of embankment is maintained at the elevation
shown on the plans which is 4,3’ above the spillway crest. This
depth provides a spillway capacity of 1000 cubic feet per second per
square mile of drainage area.

About 800 feet below the dam the stream flows through
a culvert under a railroad embankment estimated toc be 50 feet in height,
In case of failure of the Birge Pond Dam, this railroad embankment
would restrain the resulting flood, the flow below the embankment
being limited to the capacity of the culvert,

As a result of my investigation and inspection it is my
opinion that the Birge Pond Dam is in good condition, has satisfactory
spillway capacity, and presents no hazard from failure,

I would recommend that the following precautionary

measures be taken; _ _
1, Remove all trees from the top and downstream

slope of the earth embankment. _
2. Restore the embankment at the westerly end of the

dam to a height and width equal to the original construction.
3. Observe periodically the seepage at the end of the

west wing wall to determine if the volume tends to increase.

-

BCB; efk Roger C. Brec -



Appendix B

Photographs

Note: For Photo Locations,
see Figure 2,
Appendix A
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U.S ARMY ENGINEER DIV NEW ENGLAND

CORPS OF ENGINEERS
WALTHAM, MASSACHUSETTS

ROALD HAESTAD, INC.
CONSULTING ENGINEERS

PHOTO NO.

1

OVERVIEW OF DAM

NOTE RAILROAD EMBANKMENT

DOWNSTREAM OF DAM.

NATIONAL PROGRAM OF

WATERBURY, CONNECTICUT

INSPECTION OF

BIRGE POND DAM

NON-FED. DAMS

BIRGE POND BROOK

BRISTOL, CONNECTICUT

B-1

CT 00007

19 APRIL '80




U.S. ARMY ENGINEER DIV. NEW ENGLAND

CORPS OF ENGINEERS
WALTHAM, MASSACHUSETTS

PHOTO NO.

DAM CREST FROM SPILLWAY.

PHOTO NO.

3

NOTE TREES ON UPSTREAM AND DOWNSTREAM SLOPES
AND THE LLACK OF UPSTREAM SLOPE PROTECTION

SEEPAGE AREA NEAR TOE OF DAM

ROALD HAESTAD, INC.
CONSULTING ENGINEERS

NATIONAL PROGRAM OF
INSPECTION OF

BIRGE POND DAM

BIRGE POND BROOK
BRISTOL, CONNECTICUT
NON-FED. DAMS CT_00007
WATERBURY, CONNECTICUT 19 APRIL 80
B-2
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PHOTO NO. 4

SPILLLWAY FROM DOWNSTREAM

PHOTO NO. S

STONE MASONRY WALL BETWEEN GATEHOUSE
AND LEFT SPILLWAY WALL . NOTE OUTWARD
MOVEMENT OF TOP OF WALL.

U.S.ARMY ENGINEER DIV. NEW ENGLAND BIRGE POND DAM
WALTHAN, MASSACHUSETTS NATIONAL PROGRAM OF BIRGE POND BROOK
INSPECTION OF BRISTOL, CONNECTICUT
ROALD HAESTAD, INC.
CONSULTING ENGINEERS NON-FED. DAMS crT 0000"1
WATERBURY, CONNECTICUT 19 APRIL 80
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Appendix C

Hydrologic Computations
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[ ELEV 385

s57.3"!

FREEBOARD = 4 £t

DISCHARGE COEFFICIENT = 2.4 (for a 2o foot broad-crested
wesr )

Spillway Discharge Gpacity = CLHYz
=24 (523)(4)%

= //90 cfs
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BY...344....DATE .£/2/80. ROALD HAESTAD, INC. SHEET NO..A...0F..5...
CONSULTING ENGINEERS

CKD BY DLS.DATE..S/7/2./80. 37 Brookside Road - Waterbury, Conn. 76708~ 308 NO. QL2004 ...
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S= \S?orqae a7 Lome of foilmre: -S/E:fa_qc o7".5pi//my [evel + Freeboard Sfomqg
S = (20x10%a) x 16T 525 85190] Y+ (llacres x 46t) = jo5 ac- £F
Note: 7he 20mGD sfornge apacity af epillway was obTaned

Froms an 1mspeciion repor? by Clairmance Blair Associates

dated March 20, 1963.

Qe = Peak Foiture O(/":daw - B Wiy 9 YOS/L

Wh = Bregch Wid5 -~40% of dam /&797% scross  river al
mid height = 04(/33) =53

Yo=757§7/ ﬁe/:qéf fmm river bed fo pm/ /eve/ cz?L f?ﬂ'}é’ G'F
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Qe -~ 822 (53) V322 )(/6)5/Z = 5703 cfs
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Qpi = 5703 c8s
The emborkmen? will act  Lke a Flod cntol dom it
dovvrsheam ischarge bery contolled by Fhe discharge capaci?y
of o 7' domeler slone masonry culvert
Assgme H= /1K'
Qlps = 700 cfs
Storage 45 reach = 52 ga-ft
BockAnoZer from roi/roed colver? would be.
cbou? Llev 385 egpua/ 7% ThHe spilwoy leve/ oF
The Aam. |
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/) Scrface Areq: 7hird= 060 &g s 0.12
First= 0.3¢ & /n 0./3
Start= 0,23

O./zzz':axt'aoga ftza)( /acre = // aqcres

x: 43 560 %
8) Watershed: Th/rd= 800 2.5/ x4= /0,04 /n2
Firet=- 297 2.5/ (Nofe: dss o fuctr To conert
Start = 046 phnimeler readings /n’s sq/r'?)
/0.04152 x (2000 )%y ___Isami = /44 =q mi
rat (5, 280 -ﬁﬁz—
"' Suyrface orea between o and railroad embankmenT,
3) ConTour 370: 7hird = O./¢ g i ©.0/
Frrst = OI5 =g in 0.0/
Starf = O/% sq/n
0.0/ u'o?-x_@_QG_Q_-&)_? X [acre - C-92 acres
s 43 560 #°
4)_CQQ7L0g4r 280 7Third = Qa4 &g /n .05
First = O34 s /n oD 6

Starf= ©.28 s ¢

0.05 2 x (2000 £#)% lacre ~ 4.6 acres

'n #3560 1%
S) ConZour 390: Third: 047  <qin .08
Frst- 0.32 $gq /7 .08

Starf = 0.24 £9 /1

C.08 mn? X _CgOOC?-g')Z X lacre
P 45.3, S0 ++*

= 7.2 acres
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